* ADMOTECH Cavity Filter(1,880 MHz ~ 1,920 MHz)
cccccccc ADVANCED MOBILE TECHNOLOGIES ADBF 1 900/40-A

Features
e Cavity Band Pass Filter (1,880 MHz ~ 1,920 MHz)
e Very compact size and low weight

e Typical 0.5 dB Insertion Loss

Specifications
Parameter Specifications Remarks
Frequency Range 1,880 ~ 1,920 MHz BW : 40 MHz
Center Frequency 1,900 MHz
Insertion Loss (Max.) 0.7 dB
Pass Band Ripple (Max.) 0.3dB
Return Loss (Min.) 18.0 dB

60 dB @ DC ~ 1,820 MHz
60 dB @ 1,980 ~ 6,000 MHz

Rejection (Min.)

In/ Out Impedance 50 Q

Handling Power (Max.) CW 100 W

Operation Temperature Range -20 C~+4+80 C

Dimensions 58 * 89 * 37 mm Exclude Connectors
Connector SMA (Female)
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Units : mm, Tolerance : +/- 0.2 mm
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Typical Response
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Cont. CH1: B21 C 2-Port LCL

File View Channel Sweep Calibration Trace Scale Marker System Window Help

Stimulus Stat [[10000000MHz  [5]  Stat _ Center | Span |

3 1.82000! -F3.944 dB
15.00dB! 3 1.980001 1.236 dB
0.00dB LogM : T 79576 2106 dB

; 2.00541¢ 61.312 dB
900 T[T 4 22905

+15.00

+30.00

+45.00

H60.00

+75.00

+30.00

+105.00

+120.00

>Ch1: Start 10.0000 MHz — Stop 6.00000 GHz

[ I Ref I Fi (MHz]) I Response
1 1820 -73.944dB
2 1930 -71.236dB
3 1795.7688 £2.186dB
4
5
[

2005.4187 £1.312dB
£4.229dB
-96.140dE

Cont. CH1: B21 C 2-Port LCL
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